
 

SPECIALIST  
CONCRETE  
FINISHING & REPAIRS
BAD CONCRETE MADE GOOD



 

With over a decade’s worth of experience, 
Specialist Concrete Finishing & Repairs 
Limited make BAD concrete GOOD.

Based in Greater Manchester, we provide 
national and international services across a 
multitude of projects; specialising in:  

· Structural concrete repairs · aesthetic 
concrete finishing · pre cast and  
architectural repairs and finishing · rope 
access · mastic · screeding · resin injection 
· resin flooring · wet finishing and pouring · 
acid etching and cleaning down of facades 
· micro cement, floor polishing and many 
more services. 

We have built an unrivalled reputation for 
hitting exceptional high standards, yet never 
failing to meet deadlines. Receiving projects at 
short notice is sometimes par for the course. 

Our aim never differs: get work completed  
as quickly as possible and signed off with  
100% accuracy. 

OUR
MISSION

YOUR 
EXPERIENCE

To provide nothing short of the highest 
standards and service of concrete finishing. 

Our highly skilled team are continually 
trained and developed to ensure we always 
get high recognition for every project. We 
are consistently working towards hitting 
benchmarks, over and above our competitors.  

SCFR guarantee working with us will exceed 
your expectations. 

Working towards shared goals, we will get  
your job done with quality, cost-efficiency  
and speed. 
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STRUCTURAL
REPAIR
SERVICES

SCFR LTD are experienced contractors 
in carrying out concrete repairs using a 
variety of repair products. The main cause 
of deterioration to concrete is carbonation 
and chloride attack, which weaken the 
performance of concrete structures 
causing spalling/exposed rebar etc. 
 
Typical methods for carrying out concrete 
repairs include:

HIGH BUILD REPAIR 
MORTARS 
Designed for rapid reinstatement of both 
vertical and overhead repairs.

RESIN INJECTION
Designed for injecting cracks in concrete and 
masonry, where there is need to consolidate a 
structure or exclude water or air from contact  
with reinforcement.

CARBON FIBRE WRAPPING
Carbon fibre reinforced concrete is used for 
structural strengthening of weaker concrete 
members, for example concrete columns, 
beams and other structures.

STEEL TREATMENT
A process designed to protect the steel against 
corrosion using a Zinc based coating.

CATHODIC PROTECTION 
Designed to control the corrosion of steel by  
making the cathode of an electrochemical Cell.

EXPANSION JOINT REPAIRS 
A material placed in the cracks or joints 
between concrete slabs to protect the slabs 
from cracking when they contract and expand 
as the temperature changes.

LOW COVER CONCRETE  
Designed for protecting reinforcement against 
corrosion from environmental effects and 
provide resistance against fire.

STRUCTURAL GROUTING
High strength grouts designed to fill voids or 
reinforce structures.

REPAIR COATINGS 
Anti-carbonation, coatings cementitious 
coatings, chemical coatings, corrosion control 
coatings, epoxy resin coatings, industrial 
coatings and waterproof coatings.

STRUCTURAL REPAIR

4 5



 

AFTER

BEFORECASE STUDY Structural Repair

77 COLEMAN 
STREET
London

MAIN CONTRACTOR 

Volker Fitzpatrick 

CLIENT  

Kojima

WORKS COMPLETED

•   Surface grinding 

•   Breaking out 

•   Steel treatment

•   Concrete repairs

•   Concrete coating

AFTER

BEFORE

OVERVIEW

77 Coleman Street is a 27 million 
refurbishment contract to restore  
and extend the building, to achieve  
a multi-use development in central 
London. Working on behalf of Volker 
Fitzpatrick, SCFR were asked to restore 
concrete columns, waffle slabs and 
soffits to achieve a special finish  
(no blow holes, no blemishes and no  
joint lines). 

We were responsible for prepping the 
column soffits and waffles slabs. This 
involved surface grinding the areas to 
achieve a flat and smooth surface using 
angle grinders fitted with dust extractors. 
We then repaired all the defected areas 
using Ardex A46 specified by the client. 
Certain areas of the waffle slab needed 
structural repairs due to exposed steel.  
This involved applying a zinc paint, 
then repairing the structure with Weber 
lightweight. 

Once the areas were repaired and cured, 
we applied our specialist SCFR in-house 
finishing coat to achieve the Architect’s 
desired finish. We then ensured all areas 
were completely protected, using Visqueen. 

VALUE: 

£27,000,000

DURATION: 
6 weeks 

 

CONCRETE 
FINISHING 
SERVICES
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With over 15 years specialising in concrete 
finishing, we offer the highest standards 
of every single technique, you could ever 
possibly need: 

Cosmetic repairs · bagwashing · concrete 
coatings · concrete polishing · concrete 
grinding · surface preparation i.e. grinding  
and sanding · stained concrete. 

Whatever type of concrete you choose,  
we offer a wide variety of concrete finishes  
and repairs guaranteed to fit the bill perfectly.  
The main areas we cover are;

·  In-situ concrete (poured on site to 
create rc frames, columns, soffits, 
stairs, slabs and other structures.) 

·  Precast concrete (cast off site using re-
usable moulds. used in a number of ways 
such as internal and external walls, 
columns, hollow core slabs, and stairs ) 

·  Architectural concrete (high standard 
decorative finished concrete used in a 
variety of ways, for example facades, 
columns, stairs and soffits.) 

CONCRETE FINISHING

 

INSITU CONCRETE  
FINISHING & REPAIRS
•  Removal of over pour (excess material) from the 

surface of the poured concrete.
•  Making good of construction joint, this process 

removes the uneven and rough joint lines left 
after the initial pour. 

•  Blow holes are commonly found after the 
pouring process. Blow holes usually range from 
1mm to 50 mm, dependent on the grade of finish 
that has been selected. To remove this SCFR use 
colour matching and bag washing.

•  SCFR are firm believers that a Grade C finish 
(special finish) is the best for all concrete 
finishes. 

GRADES OF FINISHING 
AVAILABLE ON INSITU CONCRETE
Basic finish - no requirements to the finish of the 
form work.  All reinforcement to be adequately 
covered.  

Ordinary finish - surface to be level and uniformed, 
all over pour is removed and any blow holes bigger 
than 5mm are made good. There is no more than 
a 5mm step between construction joints, tie holes 
are made good and any repairs carried out are then 
sanded to blend in.

Plain finish - surface to be level and smooth with a 
uniformed finish. Only minor blemishes may appear, 
tie holes are then made good, all blow holes are filled, 
any repairs are then colour matched and sanded 
down. Finally steps between joints to be no more 
than 3mm.

Special finish - the highest quality of finish, surface 
to be flat, level and uniform with no discoloration or 
blemishes. Any blow holes are colour matched and 
made good, all tie holes are colour matched and 
made good. Also any repairs which require colour 
matching are completed and made good. There is no 
allowace for steps between the construction joints.

CONCRETE FLOORING
As our company continues to expand, we have 
added in new concrete flooring pouring, finishing 
and repairs services to the portfolio. These can be 
included as part of any finish, producing superior 
results. 

BEFORE

BEFORE

AFTER

AFTER

CONCRETE FINISHING CONCRETE FINISHING

SCFR FINISHING COAT

SURFACE PREPARATION

BAG WASHING

MAKING GOOD

CONCRETE REPAIRS
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ASTRAZENECA 
WORLD 
HEADQUARTERS 
Cambridge

MAIN CONTRACTOR 

Skanska 

CLIENT  

Byrne Bros

WORKS COMPLETED

•   Bag washing 

•  Concrete repairs

•  Colour matching

AFTER

BEFORE

CASE STUDY Concrete Finishing

 

VALUE: 

£200,000,000

DURATION: 
Ongoing

AFTER

BEFORE

FACEBOOK 
HEADQUARTERS
11-21 Canal Reach

MAIN CONTRACTOR 

BAM Construction 

CLIENT  

GetJar Limited

WORKS COMPLETED

•  Surface preparation

•  Repairs to banding of columns

•   Filling of blow holes bigger  

than 5mm

•  Cutting chamfers

•  SCFR finishing coat applied

VALUE: 

£200,000,000

DURATION: 
4 weeks

OVERVIEW

Facebook HQ, soon to be known as 
11-21 Canal Reach, is a BAM 
construction contract valued at approx. 
200Million, to date. 

Working on behalf of GetJar Ltd, SCFR were 
asked to assist the client in getting in-situ 
columns and walls to a high standard to 
meet the client specification. 

We were responsible for repairing the 
banding on the columns, repairs to tie 
holes, filling of holes bigger than 5mm 
and cutting chamfers to various areas of 
the walls.  We completed the columns and 
walls, hiding all defects and blemishes 
using our own in-house finishing coat; 
creating an aesthetic appearance.

In addition, it was our responsibility to 
ensure all areas completed in the works 
were protected from damage from 
other sub-contractors, using screens 
and Visqueen. Both Getjar Ltd and the 
Architects have been delighted with the 
finishing and repairs we carried out. As a 
result, we will now be completing further 
works with this client on other projects. 

CASE STUDY Concrete FinishingVALUE:  

£300,000,000

DURATION: 
8 weeks

OVERVIEW

We completed work on this huge 
development, worth in excess of £300 
million at AstraZeneca’s new world 
headquarters in Cambridge; on behalf 
of concrete subcontractor Byrne Bros. 
This was a very complex job, where the 
colour matched finish was paramount to 
the completion of work.

The majority of the structure was made 
of concrete this included the facades, 
columns, soffits, stairs and slabs. Our 
responsibility was to repair and clean the 
edges, walls, soffits, stairs and precast 
panels to a Grade C finish.

To complete the work we used highly 
skilled IPAF and PASMA trained operatives 
and podiums and scissor lifts. Both site 
management teams were impressed by 
the standard of our work, as a result we 
have been invited to return for the next 
phase. Byrne Bros were overwhelmed 
by the quality of colour match we were 
able to produce. Skanska sent a letter of 
commendation citing the high-quality work 
SCFR carried out.

10 11



ARCHITECTURAL 
/PRE-CAST
SERVICES

ARCHITECTURAL / PRE-CAST

PRECAST CONCRETE
Precast panels can be found either on site or 
we can join your team at the precast factory.  
The required finishes depend on the Architect’s 
specification for these panels or the company's 
standards of finish. When working in the factory, 
our finishers are used to finishing panels to a 
Grade C standard.

We pride ourselves in the repairs and finishing 
of precast stairs. Our techniques include: 
concrete repairs, sealing, grouting, acid etching 
and making good. We guarantee you will have a 
finish to the highest of standards. 

ARCHITECTURAL CONCRETE
Compared to other competitive materials, 
architectural concrete offers the greatest 
degree of aesthetic versatility. This is due to the 
finish of the product, visible when the project is 
complete. 

The finish is achieved by three parts colour, 
texture and technique.

Colours and textures cannot always be created 
the way an Architect envisaged. This is where 
SCFR come into our element. We know all the 
techniques that can be tailored to suit the 
concrete selected, enabling the creation of your 
exact desired finish. 
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VALUE: 

£40,000,000

DURATION: 
9 monthsARENA CENTRAL 

ASTON PLACE 
London

MAIN CONTRACTOR 

Dandara  

CLIENT  

Galliford try 

WORKS COMPLETED

•   Concrete repairs 

•   Acid etching 

•   Rope access

•   Cutting chamfers 

•   Cutting mastic joints 

•   Colour matching 

AFTER

BEFORE

OVERVIEW

In the heart of Birmingham Aston Place 
is a residential building, consisting of 
two blocks with twenty two storeys. The 
building itself was manufactured off site 
using the fast track rapidres system. 

Both the facades and the balconies 
were made of acid etched architectural 
concrete. Colour matching the repairs 
to the architectural units was of utmost 
importance. 

Our tasks included: cutting down soffits 
above the threshold and making good to 
specification, breaking out of nibs and 
making good, cutting chamfers where 
required, cutting mastic joints where 
required, removal of grout by mechanical 
means, repairs to balconies where required  
often by rope access and acid etching of 
repairs.

Most of the work took place at height, as 
a result it was vital that our operatives 
were harness trained. Abrasives wheels 
training was also required and adhered to. 
The client was delighted with the outcome 
of this project and we continue to work 
together regularly. 

CASE STUDY Architectural / Pre-Cast

 

CASE STUDY Architectural / Pre-Cast

CROSSRAIL
Doncaster

MAIN CONTRACTOR 

Network Rail 

CLIENT  

GRC UK

WORKS COMPLETED

•   Blowhole filling

•   Edge smoothing

•   Corner reconstruction

•   Hole reconstruction

•   Edge reconstruction

AFTER

BEFORE

may have to find logo and use 

instead of an overview image

VALUE: 

£10,000,000,000

DURATION: 
3 months

OVERVIEW

The Crossrail is a new 73 mile railway  
development in London and the south 
east. We were responsible for supplying 
finishers to work with GRC’s shift 
system. Originally working on both early 
morning and late shifts. 

Making repairs and finishing panels for 
projects, such as Cross Rail's 26 mile tunnel 
system with stations along their 73 mile 
line from Reading to the South East. Colour 
matching was a key finishing method on 
these panels, as they were made with fine 
grit and a light grey concrete mix.

The production management team were 
highly satisfied with the outcome of this 
project. They have asked us to continue 
works within their structure for the 
foreseeable future. 
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FLOORING
& OTHER 
SERVICES

Copywriter - Can microcement be 
reduced please? 

FLOORING & OTHER

MICROCEMENT
Microcement has become increasingly popular 
amongst interior designers, homeowners and 
business owners of late, due to it’s industrial 
aesthetic and functional properties. It is a 
polymer modified cement-based coating that 
can be applied thinly to walls, stairs and floors in 
domestic or commercial dwellings. It’s a hygenic 
option as it doesn’t stain. It’s also anti-slip, so 
ideal for environments where children, the elderly 
or high traffic volumes are present. 

EPOXY FLOORING
Epoxy flooring is compounded from resins 
and hardeners to create a super-solid, durable 
material. Resin floorings are popular in industrial 
and factory buildings, as its properties withstand 
high traffic and the strain of moving heavy 
products around. It’s also an ideal solution within 
premium commercial properties and ultra-
modern residential builds. 

SCREEDING
SCFR provide a number of screeding services, 
using a variety of products. We offer a number  
of depths of screeds, dependant on the task  
at hand. 
 

CONCRETE POLISHING
A step by step process whereby the concrete 
floor is mechanically grinded and polished 
with bonded abrasives. This grinds the floors 
surface. Once this has been done, it can then be 
polished in stages to achieve your desired finish. 
The process can use different types of grout, 
hardeners and colour dyes where needed. 

SURFACE PREPARATION
Concrete surfaces are prepared prior to coatings, 
screeds, overlays, or repairs. SCFR use a variety 
of techniques to prepare surfaces such as floor 
scabblers, sand blasting or grinders. 
 

GRIT BLASTING
Sand blasting, also referred to as abrasive 
blasting, blasts a steam of abrasive particles 
against surfaces. Using compressed air, it 
smooths or keys a surface. 
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ACCREDITATIONS
We are currently continuously improving 
our standards and have achieved:

HEALTH 
& SAFETY
To date, SCFR have a clean health & safety 
record. We take pride in ensuring we meet the 
highest standards and regularly attend on site 
with our Nebosh accredited advisor. 

We have taken the following measures and 
training to ensure we are a safe company:

•  We have provided training so that all our on-site 
operatives are first aid trained

•  Combination PASMA – which means our trained 
operatives are able to construct scaffold podiums 
what are both low lying and tower scaffolds

•  IPAF – this enables our trained staff to use height 
reaching equipment such as Scissor lifts, Cherry 
Pickers etc.

•  SSSTS – this is a site supervisor’s course, which 
teaches Supervisors the health and safety aspect 
of leading a team on the construction site.

•  Confined Spaces – this enables our staff to work 
within a limited space using the correct safety 
procedures.

•  NVQ Level 2 Award in Concrete Finishing 

This has equipped all our operatives with a varied 
insight into concrete finishing and provides us with 
an opportunity to bring in new talent from other 
trades too. We are heavily invested in training all 
staff to the highest standard possible. 

We commit to helping them gain all relevant 
qualifications and provide the training they need, 
that enable our company to continue to grow.

ON-SITE POLICY
Every morning on-site, our Supervisors carry out 
Health & Safety toolbox briefings; outlining key 
hazards and areas of work. We continually review 
and update both health & safety and environmental 
policies, in line with government standards and 
client’s expectations. 

Copies of our policy are available on request. 

HEALTH & SAFETY

ACHIEVED:
• Constructionline
• CHAS Health & Safety
•  ISO 9001 & 14001
 

WORKING TOWARDS:
• Arquiva
• British Safety Council
• 18001 Health and Safety
• RISQS
• CPA
• UVDB
• SCA

 

CASE STUDY Flooring & Other

ETIHAD STADIUM 
CONCOURSE 
FLOORING
Manchester

MAIN CONTRACTOR 

Manchester City Football Club 

CLIENT  

Laing O’Rourke

WORKS COMPLETED

•   Breaking out damaged floor  

of concourses

•   Preparation of floors

•   Re - screeding replacement floor

•  leveling the floor

•   Painting floor in Manchester  

City colours

AFTER

BEFORE

VALUE: 

£200,000,000

DURATION: 
2 weeks

OVERVIEW

Working on behalf of Laing O’Rourke, 
we were instructed to repair all the 
damaged concourse floors at the  
Etihad Stadium. 

It was our responsibility to break out the 
damaged areas, which were all 100m2 at 
each of the Stadium concourses. Once 
the affected areas were cleared, we had to 
ensure all of the waste was removed safely 
from the site. We had to ensure that this 
was completed to avoid the risks to other 
workers.  

The site management team were extremely 
satisfied with the outcome of this project 
and commended our operatives on their 
level of professionalism. 
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CONTACT US
If you would like any further 
information regarding our 
services, please do not hesitate  
to contact us. 

Email admin@scfrltd.co.uk or call us 
on 0161 343 7623 or 0161 343 6523

We are so confident in our work, we 
offer every client a FREE SAMPLE on 
your worst affected area, so get in 
touch today and see how we can help 
make your bad concrete good. 

Managing Director
Phil Careless  
07907801546
p.careless@scfrltd.co.uk

Project Coordinator 
Rob Nelson 
07399574236
r.nelson@scfrltd.co.uk


